3%" and 1/2" REBAR
(NOT TO BE USED)

USE %" X 36" FIBERGLASS ROD

HEX HEAD BOLT CAN BE PLACE
IN ANY SLOT DEPENDING UPON
THE TYPE OF SUPPORT USED.

RESERVED FOR %" SCH. 40
PVC PIPE (NOT TO BE USED)

#6-32 WING NUT

SUPPORT BRACKET #6 WASHER

#6-32 X ¥ HEX HEAD BOLT

PIT SUPPORT BRACKET (KNUCKLES) - TOP VIEW

7

WATER METER BOX LID
FIBRELYTE COMPOSITE
SEE NOTE BELOW

1" - 2" MAX. CLEARANCE
Q— LOCK NUT
CLAMP

\ USE %" X 36" FIBERGLASS ROD

BADGER ORION SE ENDPOINT—/ RTR WATER METER

EMBEDMENT INTO

METER BOX SUBGRADE\

REGISTER HEAD, CF

PIT ORION BENEATH LID INSTALLATION - SIDE VIEW

WHEN LID CAN NOT BE FIBRELYTE, INSTALL ENDPOINT IN A SEPARATE VALVE BOX WITH FIBRELYTE LID

(CHRISTY FLO8 T OR APPROVED EQUAL) IN A NON-VEHICULAR AREA, USING %" SCH. 40 PVC CONDUIT (WITH
A MIN. COVER OF 18") FOR WIRE SPLICE IN WATER METER REGISTER BOX. ENDPOINT VAULT BOX LOCATION
TO BE APPROVED BY THE CITY ENGINEER.

SEE DETAILS CITY STANDARD #722 & 728 FOR BOX SIZE. LID MUST BE LABELED "WATER METER"

3) ANTENNA: BADGER ORION SE II NETWORK GATEWAY TRANSCEIVER.

4) DEVELOPER SHALL PROVIDE REQUIRED ANTENNA WITH EACH PROJECT, TO BE INSTALLED BY THE CITY.

Installation of ORION ENDPOINT below a meter pit lid.

1) DRIVE FIBERGLASS ROD INTO THE GROUND PRIOR TO ATTACHING THE ENDPOINT TO AVOID DAMAGE.

2) ONCE IN THE GROUND, SECURE THE MOUNTING BRACKET ON THE APPROPRIATE ROD USING THE
ENCLOSED WASHER, WING NUT AND HEX HEAD BOLT PROVIDED WITH BRACKET.

3) INSERT THE ENDPOINT THROUGH THE BOTTOM OF THE BRACKET AND THREAD THE LOCK NUT ONTO THE
TOP OF THE ENDPOINT. MOUNT THE ENDPOINT A MAXIMUM OF ONE TO TWO INCHES BELOW THE

UNDERSIDE OF THE LID.

NOT TO SCALE
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